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Effecta Energy Solutions

Effecta Energy Solutions AB is proud to be your 

complete source in the renewable energy market. 

We have been developing, manufacturing and 

supplying specialist biomass and solar energy 

products for the heating market for almost 30 

years.

During this time we have gained the knowledge 

and experience necessary to produce reliable, 

innovative, high-end ‘Renewable, Low and Zero 

Carbon Technologies’ and their associated 

controls and control systems.

Most of our products have been and continue to 

be developed ‘in-house’, and all fi nal assembly 

is carried out at our own factory in Sweden to 

ensure absolute control of output quality.

”We strive to make our products

easy to use, highly effi cient and, above 

all, environmentally sustainable”

We have a bright vision for the future of 

sustainable heat and energy sources and 

equipment in Europe and we hope, through our 

comprehensive range of products, to inspire 

you to join in and benefi t from this natural 

technology.

You also have our assurance that, as an Effecta 

customer, you will have purchased a product 

of the highest standards, offering many years 

of reliable operation and comfort, supported 

by people passionate about their product and 

customer service integrity.

Effecta – Harnessing Nature’s Energy !

EFFECTA

Effecta Lambda 25/35/60 kW
 

All of our log boilers are equipped with a lambda sensor, which 

ensures consistency of fi ring with optimum combustion and 

with minimum emissions irrespective of fuel quality. The 

logs are gasifi ed in the loading compartment and then the 

gases passes down through the ceramics and secondary 

air is introduced and the gasses are  burnt. The loading 

compartment is wider in the lower part than the upper in 

order to prevent logs fusing together.

Attractive

The design of our log boilers is of course scandinavian, simple 

and ‘timeless’ and as such we see them complimenting any 

boiler room. 

Always Use an Accumulator Tank

Our log boilers must always be used in association with 

accumulator tanks. We recommend that the tank should 

have at least 1000, 1500 or 3000 litres capacity, depending 

on which boiler effect is chosen. The highly effi cient 

combustion process and the large grate means that you 

don’t need to refi ll the boiler very often, and as the energy is 

stored in the accumulator tank it is ready to be used when 

needed.
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A LAMBDA 25/35/60kW

Modern and convenient

We are proud to present our wood gasifi cation boiler Effecta 

Lambda. A boiler that can manage more things than you usually 

see in a log boiler.

How it work

Anyone who has been using logs to burn, knows that it can be 

a bit tricky to get the combustion and effi cency to the highest 

level. The logs should not be too moist and be homogenous 

etc. Effecta Lambda simplifi es your woodfi ring substantially, 

because the boiler itself knows how the combustion is running 

with the assistance of a lambda sensor in the fl ue gas channel. 

The air inlet dampers on the front of the boiler are optimised 

with motors to give you the best combustion and highest 

effi ciency possible.

Lambda sensor

The lambda control gives the user an additional aid for a 

comfortable and trouble free heating system. The clean control 

panel is easy to use, and you can view different temperatures 

and also a calculated degree of effi cency. In contrast to many 

other products on the market, the boiler is complete and 

assembled in the factory. This means lower installation costs 

for the end customer.

93%
effi ciency

EN-303-5 APPROVED

MCS
Approved

Intuitive controller 
The graphic control pa-

nel is made to be easy 

for the user to use. 

All relevant data and 

users settings is visua-

lized för the user.

The lambda sensor 

together with our 

software makes the 

use of the boiler 

very easy. The result 

is a highly effi cient 

combustion at all 

times. 

Preparation for wood pellet burner. 
The Effecta Lambda can then be used as a 
combination boiler of pellets and wood logs. 
As long as the boiler is prepared for wood 
pellets you may choose to install a pellet 
burner from the beginning or in the future.



TECHNICAL SPECIFICATIONS

Effecta AB  V:a Rågdalsvägen 21  434 99 Kungsbacka  Sweden  phone +46 300 223 20  fax: +46 300 223 95

info@effecta.se  www.effecta.se

• LAMBDA CONTROLLED WITH AUTOMATIC DAMPERS

• HIGH EFFICIENCY WITH LOW ENVIRONMENTAL EMISSION

• AVAILABLE WITH SIDE MOUNTED (60 kW) PELLET BURNER

   OR FRONT MOUNTED (25, 35 kW) PELLET BURNER

• AVAILABLE PREPARED FOR PELLETS

• SCANDINAVIAN DESIGN

Explanation of fi gures

1. Loading feed & expansion

2. Loading return

3. Drain Cock

TECHNICAL DATA 35 kW25 kW 25 kW 35 kW60 kW 60 kW
Height mm 1170 1280 1340 Boiler volume liters 70 90 135

Width mm 570 600 750 Minimum area of fl ue mm dia 130 150 180

Depth incl. smoke outlet mm 1050 1260 1330 Max log length mm 500 500 500

Depth of grate mm 450 550 550 Power VAC 230~50Hz 230~50Hz 230~50Hz

Volume of loading compartment liter 100 145 195 Connections to pipes inch 1 1¼ 1 ½

Floor to center smoke pipe mm 1200 1290 1365 Connection to drain cock inch ½ ½ ½

Dimension of elbow mm 150x150x630 150x150x630 150x180x630 Effi cency % 93 92 91

Smoke outlet mm dia 130 140 180 Maximum working pressure bar 1,5 1,5 1,5

Weight kg 350 400 540 Maximum working temperature C˚ 100 100 100
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• LARGE FIRE GRATE 100/145/195 LITRES

• EASY TO USE FOR THE WHOLE FAMILY

• ADJUSTABLE AND REVERSIBLE DOORS

• OPTIONAL: CLEANED WHEN OPEN THE DOOR

• COOLING COIL


